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NO PART CAN BE PRODUCED COPIED OR
HANDED OVER TO ANY THIRD PARTY OR
USED FOR ANY OTHER  PURPOSE OTHER
THAN FOR WHICH IT IS INTENDED.

02.THE DRAWING IS TO BE READ AND
NOT SCALED. UNLESS AND OTHERWISE
SPECIFIED ALL DIMENSIONS  ARE IN
MILLIMETERS.

03.ALL THE DIMENSIONS AND DETAILS
HAVE TO BE CHECKED AT SITE BY THE
CONTRACTOR AND HE IS RESPONSIBLE
FOR THE SAME. ANY DISCREPANCIES
SHOULD BE BROUGHT TO THE NOTICE OF
THE ARCHITECT.

04.THIS DRAWING HAS TO BE READ IN
CONJUNCTION WITH THE RELEVANT
WORKING AND DETAILED DRAWINGS.
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NOTE: ALL WATER SUPPLY PIPES RUNNING HORIZONTALLY SHALL BE RUN 
 ABOVE FALSE CEILING LEVEL

NOTE: EXACT LOCATIONS OF EXISTING PIPES IN PLUMBING SHAFT SHALL BE 
  SHAFT SHALL BE COORDINATED AS PER SITE

STRUCTURE USING G.I. 'U' CLAMPS.
STRUCTURE WITH CONCRETE BLOCKS. PIPE SHALL BE FIXED ON THE STEEL
40X40X5 MM. ANGLE IRON (MIN.), PROPERLY GROUTED INTO THE BUILDING 

ALL SOIL, WASTE, VENT, RAIN 

ETC. SHALL BE FIXED ON M.S. SUPPORT SYSTEM FABRICATED OUT OF
WATER AND WATER SUPPLY PIPE WORK IN SHAFTS, CEILING VOIDS, TERRACE

11. SUPPORT/ CLAMPING SYSTEM FOR PIPE WORK:- 

8.

7.

2.
1.

(a) SOIL,WASTE & VENT PIPE WORK SHALL BE CARRIED OUT IN
3.    

 4.

NOTES:-

OTHERWISE.

6.

5.

INSULATION :

10.

9.

SADDLE STRIPS FOR SIDE INLETS/SOCKET WELDED.

WASTE PIPES

FLOOR TRAPS : ALL  FLOOR TRAPS SHALL BE FORMED OF 110X110 MM. 

TO IS : 3989-1970. AS SPECIFIED IN BILL OF QUANTITIES.

ALL HOT WATER SUPPLY PIPES  SHOULD BE INSULATED  WITH 9MM. THICK

ALL HORIZONTAL SOIL AND WASTE PIPES SHALL BE LAID TO A SLOPE NOT
FLATTER THAN 1:50 AND NOT STEEPER THAN 1:10 UNLESS SPECIFIED

      WITHOUT BEING SUBJECTED TO WATER TESTING AS PER THE DIRECTION
NO PIPE WORK SHALL BE CONCEALED IN WALLS OR BURIED IN FLOORS 

 PERFORMED PIPES SLEEVES OF EXTENDED SYNTHETIC RUBBER

THIS  DRAWING  SHALL BE READ IN CONJUNCTION WITH ALL RELEVANT

      ARRANGED TO SUIT REQUIREMENTS OF SELECTED MAKES AND MODELS.                         

DIA UPVC `P' TRAP WITH UPVC PIPE EXTENSION PIECE WITH 

WATER INLETS AND WASTE OUTLETS FROM SANITARYWARE SHALL BE 

: ALL WASTE PIPE WORK FROM WASH BASINS,  SINKS

SOIL,WASTE & VENT PIPE WORK :

ALL PIPE DIAMETERS ARE IN MM.

      ARCHITECTURAL AND STRUCTURAL DRAWINGS.                                          

WATER SUPPLY PIPE WORK :

        OF THE SITE ENGINEER.

 POLYMERIC COMPOUND.

AND DRAIN POINTS SHALL BE IN UPVC MEDIUM CLASS PIPES AND FITTINGS

 UPVC AND FITTINGS CONFORMING 

ALL WATER SUPPLY PIPE WORK SHALL BE   CARRIED OUT IN CPVC OF GRADE SDR-11
 OTHERWISE AS IN BILL OF QUANTITIES.
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